**1 kW Switchbox**

**Features**
- Use when adding the SS264 200 kHz wide-beam with an existing 1 kW transducer
- Allows you to switch between narrow or wide-beam 200 kHz transducers
- Panel-mount waterproof switch
- For use with all 1 kW fishfinders
- Operating Voltage: 9 VDC to 30 VDC
As Airmar constantly improves its products, all specifications are subject to change without notice. All Airmar products are designed to provide high levels of accuracy and reliability, however they should only be used as aids to navigation and not as a replacement for traditional navigation aids and techniques. Other company or product names mentioned in this document may be trademarks or registered trademarks of their respective companies, which are not affiliated with Airmar.

**SB260**

**1 kW Switchbox**

**Features**
- Multi-functional switchbox:
  - Switches 2 transducers with 1 fishfinder
  - Switches 2 fishfinders with 1 transducer
- Panel-mount waterproof switch
- For use with all 1 kW fishfinders
- Operating Voltage: 9 VDC to 30 VDC

**DIMENSIONS**

<table>
<thead>
<tr>
<th>SB260 Switchbox</th>
<th>Panel-Mount Switch</th>
</tr>
</thead>
<tbody>
<tr>
<td>160 mm (6.30&quot;)</td>
<td>90 mm (3.54&quot;)</td>
</tr>
<tr>
<td>146 mm (5.75&quot;)</td>
<td>7 mm (0.28&quot;)</td>
</tr>
<tr>
<td>146 mm (5.75&quot;)</td>
<td>7 mm (0.28&quot;)</td>
</tr>
<tr>
<td>160 mm (6.30&quot;)</td>
<td>4.6 mm (0.18&quot;)</td>
</tr>
</tbody>
</table>

**REF**

- 30 mm (1.18")
- 160 mm (6.30")

As Airmar constantly improves its products, all specifications are subject to change without notice. All Airmar products are designed to provide high levels of accuracy and reliability, however they should only be used as aids to navigation and not as a replacement for traditional navigation aids and techniques. Other company or product names mentioned in this document may be trademarks or registered trademarks of their respective companies, which are not affiliated with Airmar.